
GB / IRL Please read these instructions carefully before using this safety helmet

You should consult your safety officer or immediate superior with regard

to suitable of the helmet  for your specific work situation.

Store these instructions carefully so that you can consult them at any time.
PW54 Helmet – Various colour

Manufacturer information on EN397 Industrial Safety Helmet

This product fulfills the requirements of directive 89/686/EEC of the European Council and the above the mentioned standards.
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USE:

This safety helmet is designed to protect the head from falling objects in factory or building site.

ADJUSTMENT:

-Install the suspension to the helmet by inserting the four or six suspension hanger keys to the four or six key slots of the helmet. (Figure 1-1, 1-2)

 (The brow pad is located at the front of the helmet).

-Adjust the sizing post of the headband according to the size of your head (Figure 2) until you feel comfortable and snug. IF chin strap is necessary:
-The chinstrap is installed to the helmet by inserting the hooks to the two chinstrap attachment holes located on two sides of the helmet.

-Adjust the buckle until the helmet feels comfortable and snug on the head. Do not over tighten.

-Turn ratchet knob (Figure 3) counterclockwise until headband opens to largest size , Place helmet on your head. Turn ratchet knob clockwise until headband is

comfortable, do not over tighten. To adjust the height of the harness, remove the harness from the four slots until it is frr of the helmet. At each connection point

the harness can be adjusted up or down , see Figure 4. To adjust the height, twist and move the slots up or down to suit the wearing height required.
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REQUIREMENTS:

This safety helmet complies with the requirements of EN 397:1995, industrial safety helmets, and the European Directive 89/686/EEC.

CLEANING AND MAINTENANCE:

NEVER ALTER OR MODIFY THE SHELL OR SUSPENSION SYSTEM. ALWAYS USE OUR REPLACEMENT PARTS.

Inspect your safety helmet shall and suspension regularly. Check for cracks, frayed straps and any signs of damage before each use. Replace the safety helmet

immediately if you notice any signs of wear, damage, abuse or environmental degradation. If the safety helmet has sustained a forcible blow (impact), dispose of

it immediately, even if damage is not visible.

Clean all components regularly with a mild detergent or disinfectant in lukewarm water, Do not use paints, solvents, chemicals, adhesives, gasoline or like

substances on this helmet. Such substances may destroy the impact resistance and other protective properties of the helmet without being apparent or readily

detectable by the user.

STORAGE:

-When not in use or during transportation, this helmet should be stored in a container with paper or foam cushion to avoid damage. Store in a ventilated place

without direct sunlight and contact with any solvent.

SUITABLE ACCESSORIES AND SPARE PARTS

-Only use original accessories and spare parts made by manufacturer. PW53 chin strap / PA55 sweatband / PW56 Visor

DURATION OF USE

-Inspect for damage regularly. If the shell or harness show any signs of damage it must be replaced immediately. The shelf life of this product, if stored and used

correctly, is definite. However, we would recommend it be changed every 2-3 years as necessary.

-Always replace the helmet after it has withstood an impact or penetration.

This safety helmet also meets the following optional requirements of EN397:1995 standard:

Molten Metal MM

SUITABLE PACKAGING TYPE FOR TRANSPORTATION

During any transportation helmets should be protected from any form of contamination or damage by the use of suitable packaging transport in a manner that

will prevent physical or chemical damage.

WARNING:
Failure to follow these warnings can result in altered helmet performances and may result in serious personal injury or death. This helmet must not be used

alone as an electrical insulation device. Ensure that additional insulation protective equipment is used, as appropriate to the risks involved in the work being

undertaken. Avoid contact with electrical wires.

Never store gloves, cigarettes, earplugs, etc., between the suspension and the shell. Objects in this can transmit large forces to the head and neck, resulting in

serious injury or death.

Never use this helmet as a vehicular or sports helmet..

Never alter or modify this helmet in any way.

Never use paint, solvents, or hydrocarbon type cleaners(that is, thinner, gasoline, kerosene etc.) on the helmet. These may cause unnoticeable damage.

Approved testing facility:

Notified Body: INSPEC International, 56 Leslie Hough Way, Salford, M6 6AJ, United Kingdom

Authorized Representative: Portwest Clothing Ltd, Fields End Business Park, Thurnscoe, South Yorkshire, S63 OJF

For more information contact +44 1709 894575

Portwest Ltd, B2-803 Room 11, JuYuanZhou Xin Yuan Building, No. 616 JinShan Road, JinShan, Fuzhou, Fujian, China
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