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Model PW47: Helmet-mounted Protective Ear Muff 

USER INFORMATION

These earmuffs which is manufactured against the European harmonized standard EN352-3:2002,and complied with the Basic Health & Safety Requirements of the European PPE Directive,

89/686/EEC, must be fitted, adjusted, used and maintained in accordance with the following instruction, otherwise the protection provided to the wearer will be severely impaired.

FITTING AND CARE INSTRUCTION

� Wearer should ensure that the helmet-mounted earmuffs are worn all times in noisy surroundings.

� These earmuffs should be fitted to, and used only with, the safety helmet model PW55/PW54, manufactured and supplied by the same manufacturer of these earmuffs. .

� For best results, remove all hair, and other objects, from under the cushions. The entire cushion surface should press firmly, but comfortably, against your head.

� Regularly inspect the helmet mounted earmuff for serviceability. Ear muffs, and in particular their cushions, may deteriorate with use and should be examined at frequent intervals for damage,

cracking or other deformation.

� Store in a cool, dry place before and after use. Retain original packing for protecting the earmuff during transport.

� Routinely wash as necessary, with mild soap. The foam inner liner should be allowed to air dry before reinserting into the cups. Do not expose any parts to sources of artificial heat or to direct

sunlight during drying.

� Disinfection. For disinfection use 70% solution of Propyl Alcohol in water (“Rubbing Alcohol”) to wipe the earmuffs. Allow to dry naturally.

� This product may be adversely affected by certain chemical substances. Further information should be sought from the manufacturer.

MATERIAL USED:

Cups supporting arm：Stainless steel wire , Cup Material: ABS, Cushion Material: PU

Sizing and adjustability

Size range
Mode

Small Medium Large

PW47        ∨
＊＊＊＊ Warning: The PW47 earmuff is of large size.

Warning: These helmet ear-muffs are of large size range. Helmet mounted ear-muffs complying with EN352-3 are of “Medium size range” or “small size range” or large size range”. “Medium size

range” helmet mounted ear-muffs will fit the majority of wearers. Or “large size range” helmet mounted ear-muffs are designed to fit wearers for whom “medium size range” helmet mounted ear-muffs

are not suitable.

Attenuation values

Frequency（Hz） 125 250 500 1000 2000 4000 8000

Measured attenuation

(dB)

14.6 14.8 22.6 26.7 34.8 33.3 37.4

Standard Deviation

(dB)

3.5 3.4 3.6 4.3 3.3 2.6 4.3

Assumed Protection

Value

11.1 11.4 19.0 22.4 31.5 30.7 33.1

Tested according to EN 352-3:2002

H = 32 dB,   M = 26 dB,   L = 19 dB,   SNR =29 dB

For noise environments, the earmuffs must be worn at all times.

ASSEMBLY TO HELMET INSTRUCTIONS:

                                                                                                                                         

                                                                                                                                      

WARNING

� Recommendation that the wearer should ensure that:

1)the helmet mounted ear-muffs are fitted, adjusted and maintained in accordance with the mufacturer’s instructions.

2)the helmet mounted ear-muffs are worn at all times in noisy surroundings.

3)the helmet mounted ear-muffs are regularly inspected for serviceability.

� If the above recommendations of Fitting & Care Instruction are not adhered to, the protection afforded by the helmet mounted ear-muffs will be severely impaired.

� Improper fit of this device will reduce its effectiveness in attenuating noise. Consult the enclosed instructions for proper fit.

� Although hearing protectors can be recommended for protection against the harmful effects of impulsive noise, the SNR is based on the attenuation of continuous noise and may not be an

accurate indicator of the protection attainable against impulsive noise such as gunfire. Constant or repetitive exposure to impulsive noise may lead to serious injury, temporary or permanent

deafness.

� This product may be adversely affected by certain chemical substances. Further information should be sought from the manufacturer.

� The fitting of hygiene covers to the cushions may affect the acoustic performance of the earmuffs.

CUSHION REPLACEMENT

Cushions are not replaceable.

PRODUCT WEIGHT

The nominal weight of PW47 is 29.7 grams

ADDITIONAL INFORMATION:

1. Any questions about the product please contact:

Portwest Clothing Ltd, Fields End Business Park, Thurnscoe, South Yorkshire, S63 OJF

Tel : 0044 1709 894575, Fax : 0044 1709 880830

Portwest Ltd, Westport Business and Technology Park, Castlebar Rd, Westport, Co. Mayo, Ireland

TeL : 00353 98 51700, Fax : 00353 98 26161

Portwest Ltd, No. 29 JuYuanZhou Industrial 4th Floor, 618 Jinshan Road, Jinshan Fuzhou, Fujian, China P.C.35003

Tel : 0591-88200757

2. Notified body: INSPEC International Ltd. (notified body number 0194)

56, Leslie Hough Way, Salford, Greater Manchester, M6 6AJ, United Kingdom
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