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Description and Features 
The materials used in the 21-C fall arrest harness are of top 
quality and can bear the most demanding environments and 
working conditions. The harness is composed of the 
following elements: 
 
Straps and loops 
The straps are composed of a 47 mm wide polyester strip. 
On the inner part, another strap of the same width forms 
loops around the thighs. The straps and loops have 
rectangular metal buckles to adjust their length, so they 
adapt perfectly to each user's body shape. The straps cross 
over on the user's back, through a propylene and a metal 
buckle to which the accessories such as energy absorbers, 
snaphooks and securing elements, etc. are attached. 
 
Secondary belt 
The secondary belt is 47 mm wide. This belt can slide along 
the straps vertically, with the aim of maintaining the straps 
together, so that in the case of a fall, the straps cannot slide 
over the user's shoulders and release the body. 
 
Metal buckles 
The securing element is an 8 mm diameter D-shaped steel 
buckle. 
The double and simple metal buckles are also made of steel 
3 mm thick. 
All the buckles are electrolytically zinc-plated. 

 
Accessories 
Rope lanyard CU.29/1 
Rope lanyard CU.30/1 
Energy absorber mod. 31-A 
CLIMAX 30 Snaphook  
Work positioning belt 25-C 
 
EC Certification 
Standards: EN 361: 2002, R. D.1407/1992 
Certificate No. 3336 
Notified body: 0321 
 
Applications 
The 21-C fall arrest harness is an indispensable safety element 
for all types of vertical work (on roofs, facades, towers or 
electrical pylons, etc.). 
 
Technical data 
· Width of main straps     47 mm 
· Width of secondary straps    47 mm 
· Dorsal attachment point for the fall arrest harness  
· Resistance of the straps to breakage by traction  40 kN 
· Static resistance of the harness 
Upward traction      >15 kN 
Downward traction     >15 kN 
· Dynamic behaviour of the harness 
Falling head first (Free fall height 4 m)  COMPLIANT 
Falling feet first (Free fall height 4 m)  COMPLIANT 
 
 
 
 
 
 

Climax harness mod. 21 –C is designed to be 
used by persons working at height in 
potentially explosive areas where a spark can 
potentially ignite explosive dust, fumes or 
gasses. It is intended for use in areas 
classified as Zone 1 or Zone 21, due to the 
presence of flammable gases or vapors 
classified II A or II B or combustible dusts, 
and therefore also in areas classified as Zone 
2 and Zone 22. 
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